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Material
Insulator : LCP UL 94-V0 rated
Contact : Brass, t = 0.25mm

- g ol Shell : Cold Rolled Steel, t = 0.30mm
]
% Specification
D C] E S Current Rating : 1 A max
§ o E . Dielectric Withstanding Voltage : 500V AC for 1 minute
¥ B i & Contact Resistance : 30 mohm max
B Ij = E S Insulation Resistance : 1,000 Mohm min. at DC 500V
I\ 5 ” Temperature Range : - 55°C ~+ 2407C
{ \3 Q | T C :
U T T U o Finishes
2.00 = 3.90£0.20 Contacts : Gold flashed 1u", 3u", 5u", 100", 150", 30u"
4080001 T Shell : Nickel plated
/.00
12654y *RoHS Compliant
170 A = Shell type :
Q 1. Long foot =5.90 +/- 0.15mm
& ' - 2. Middle foot = 5.00 +/- 0.15mm
= [ 3. Short foot =4.50 +/- 0.15mm
TR M
1.1 200 G B = Insulator Stand diameter
4@33/ 7.00 1. # 1.00 +/- 0.10mm
P.C.B. LAYOUT 2.9 1.30+/10.10mm
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E DRAWN: GENERAL TOLERAMCE:
D .0 .00 000
C CHECKED: +/-0.30| +/-0.20]+/-0.10 SIZE
B UNIT @ MM
A APPROVAL:  |SCALE : A4
REY DATE FILE BY SHEET :1 /1



